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JAL, Oil filling in shock absorber tubes and front fork assembly a filling accuracy 
of +/- 0.5 ml for precise control with digital flow meter and pneuma�c piston pump.
Two filling sta�on with on line conveyor based system

Manual, Timer, or Cycle Opera�on Modes  
Foot Pedal or Finger Switch Controlled  
Programmable Timer 0.01 - 99.99 seconds  
Suck-Back feature ensures no dripping 

Size: 270 x 200 x 85mm
Dispense �me: 0.01 - 99.99 seconds 
Opera�on Modes: Manual, Timed, Cycle 
Internal Memory Yes.
Voltage: 220 VAC 
 Controllers: PLC & Timers

Features:

Specifications:

JAL Automation & Systems
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Front Fork Oil Filling Machine



Company’s Product List

Single Component 
Dispensing Machines

Two Component 
Dispensing Machines

Special Purpose 
for Dispensing & 
Coa�ng Machines 

  Liquid Glue Dispenser 
  Grease Dispensing Machine 
  Rotary Table Dispensing Machines 
  Anaerobic Adhesive Dispensing Machine 
  Reservoir Tanks 
  Oil Filling Machine 
  Dispensing valve 
  Digital Alfa Dispenser 
  Rotary Tube Dispenser 

Fix Ra�o Piston Type Metering  
Variable Ra�o Gear Type Metering

Rotary Table Dispensing Machines  
Oil Dispensing and Filling Machine 
Front Fork Oil Filling Machine 
Fasteners & Screws Coa�ng Machine 
Epoxy Insula�ng Powder and Paint Coa�ng Machine 
Belt and Roller Conveyors 
Liquids Mixing Systems 
Drum Mixing Systems 
Vacuum Sealing Machine 
Vacuum Chamber 
Hea�ng Oven 
Hea�ng Conveyor Oven 
Electronics Tes�ng Equipments 
Pneuma�c Press for Number Punching 
Laser and Inkjet Prin�ng Belt Conveyors 
Mul� Head Drilling and Tapping Machine 
Aluminum Extruded Assembly and Works Tables 
Chamfering Machine 
Automa�c Drilling Machine 
Tapping Machine 
Oil spraying Machine
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